
Features and Benefits

Powerhorse Trash Pump | Extended Run | 3 In. |
197 GPM

Powerhorse extended run full-trash pump is ideal for big jobs needing superior performance and
durability. Ruggedly built with a protective steel roll cage, high-quality silicon carbide seal, and a

rugged cast iron impeller and volute. For corrosion resistance, it features an aluminum pump housing.

SKU: 750127

Manufacturer Part Number: 750127

Brand: Powerhorse

WARNING: Cancer and reproductive harm. www.p65Warnings.ca.gov
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212cc OHV engine

Cast iron impeller and volute

Silicon carbide seal

Aluminum pump housing

Corrosion-resistant aluminum pump housing

Product Specifications

Equipment Type Pump (Trash)

Discharge Capacity 197 Gal/min

Discharge Port
Diameter

3 In. Npt

Displacement 212cc

Dry Weight 92.4 Lbs

Engine Dh212

Engine Brand Powerhorse

Fuel Capacity for
Burner

2.9 Gal.

Impeller Cast Iron

Mechanical Seal
(Pump Case/Impeller)

Silicone Carbide

Motor Power 6 Hp

Pressure 36 Psi



Pricing and Availability Subject to Change

Pump Type Full Trash

Run Time 6 Hrs

SKU 750127.POW

Solids Handling 1-1/8 In.

Suction Head Lift 23 Ft.

Suction Port Diameter 3 In. Npt

Total Head Lift 82 Ft.


